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AirMiX® 15C25 & 15C25 MB-A paint pump 
- stainless steel

True accelerator of performance for your AiRmix® xcite™ 
gun, the new paint pump Sames Kremlin range brings 
together Efficiency, Optimization and Simplicity. 

The innovative design and component quality bring 
reliability and performance and allow for very simple 
maintenance, easy cleaning and safe color changes 
while using a minimum of solvents. The cost of ownership is 
reduced at a minimum.

The new air motor design allows a smooth start-up under low 
pressure air and perfectly controlled fluid output, without 
any pulsation at the gun with very low air consumption.

Stainless steel pump fluid section allows to handle the last 
generation of paints.

Versions equipped with gT cartridge are recommended 
for solvent-based paints. Versions equipped with latest 
technology single block MB-A cartridge allows to increase 
the chemical resistivity and are recommended for 
waterborne and two components paints.

AiRmix® pumps

SPECifiCATiONS
Pressure ratio 15/1
fluid volume per cycle (cm3) 25 (2 x 12.5)
number of cycles per litre of products 40
fluid output at 30 cycles/mn (l/mn) 0.75
Air consumption (m3/h) at 30 cycles/mn at 4 bar 2.8
Free flow rate (L/mn) 1.5
maximum air inlet pressure (bar) 6
Maximum fluid pressure (bar) 90
maximum fluid Temperature (°C) 60
Sound pressure level (dBa) 71.2
Sealing Packings upper sealing Stainless steel cartridge with gT sealing or 

patented MB-A single block cartridge
lower sealing uHmW polyethylene seal

Weight (kg) (w/o support or rods) 7.6
Wetted parts hard chrome stainless steel, treated stainless 

steel, stainless steel
Height (cm) - bare pump 58.5
Width (cm) - bare pump 15.8
depth (cm) - bare pump 17

fEATurES BENEfiTS
Closed design with protective carter 
between air motor and fluid section

lubricant protection against external pollution 
full operator safety

Stainless steel design Compatible with water-based materials
Double stroke fluid section Steady output without any pulsation
large suction valve Recommended for materials up to 5000 cps
Compact fits in small working areas
new cart and tripod design Perfect stability (cart or tripod)
New filter and gravity hooper filtration optimized for sensible materials (recycled)

Circulating for charged materials
new suction rods Easy flow (Ø 16) Ø 16: recommended for frequent color changes
Simple design, reduced number of 
spare parts

Easy maintenance

Simple and accessible air motor/fluid 
section coupling without tie rod

Possibility to rotate the fluid section to adjust the 
fluid output on the application

fluid section with mobile lower packing 
construction

Improved material refilling and emptying for 
constant output 
improved sealing - easier maintenance

mB-A single block cartridge High chemical resistance and mechanical friction
differential air motor Very simple, a few parts, minimum maintenance

fiTTiNGS
fitting Air inlet (valve) f 3/8 BSP

Air outlet (atomization air) m 1/4" nPS
fluid inlet f 1/2" BSP  or m 26x125
fluid outlet m 1/2" JiC




