
Selection table of Cup pumps

Pump name 10C18 10C50 15C25 15C50 16C240 20C50 20C100 30C25

Construction

Stainless Steel
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GT cartridge - *

MB-GT cartridge - - - - - - -

MB-A cartridge - - - - - -

PTFE G + Polyfluid - - - - -

UHMW  + Polyfluid - - - - * - - -

Leather - - - - * - - -

PU - - - - * - * -
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PFA - - - - - - -

PU * - - - * - * -

GT - - - - -

UHMW polyethylene - - - -

PTFE G + PE - - - - - * * -

Turbo version available - - - - - -
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ll

Stainless steel

Carbide * - - - - - - -

316 - - - - - * * -

316L - - - - * - - -

Assembling

Bare - - - - -

Wall mounted

Cart mounted * * * * * *

Portable - * - - -

ATEX Marking CE Ex II 2 G IIA T4 CE Ex II 2 G CE Ex II 2 G IIA T3 CE Ex II 2 G CE Ex II 2 G IIA T3

Dimension (wall mounted pump without filter or suction rod)

Height (mm) 390 820 585 585 864 838 864 585

Width (mm) 270 350 158 159 356 356 356 158

Depth (mm) 150 210 170 160 254 178 280 170

Weight (kg) 5,3 17 7.6 8 27 17 22 7.6

Characteristics

Pressure ratio 10/1 15/1 16/1 20/1 30/1

Output per cycle (cc) 18 50 25 50 240 50 100 25

Number of cycle (per liter) 55 20 40 20 4 20 10 40

Output at 30 cycles/min (L) 0.55 1.5 0.75 1.5 7.2 1.5 3 0.75

Free flowrate (L/min) 1.1 3 1.5 14.4 3 6 1.5

Max fluid pressure (bar) 60 90 96 120 180

Max Paint temperature (°C) 60

Operating air pressure (bar) 1-6

Air consumption at 30 cyc/
min and 4 bar (m(3)/h)

1.9 10.8 2.8 41.5 10.8 21.6 7.1

Fi
tti

ng
s Air inlet F 3/8 BSP F 3/4 BSP F 3/8 BSP

Fluid Inlet
F 1/2 BSP or M 

26x125
M 26x125 F 1/2 BSP or M 26x125 M 26x125

F 1/2 BSP or M 
26x125

Fluid Outlet M 1/2 JIC

 available
* optional

= available in spray pack version, see table page 11
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Airmix® spraying & equipment

Cup pumps
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The 10C18 AIRMIX® painting pump is only 
available as a complete spraying package. 
It ensures constant and pulse free delivery for 
superior finish.

10C18 Airmix® paint pump

• Designed for long-lasting industrial use

• Fast color changes with minimum solvent consumption

• Simple design to minimize maintenance time and

operation

Description Part number
Repair kit for 340/2 air motor 144.850.150

C18 fluid section repair kit 144.855.799

* PU red seal for exhaust valve - recommended for water-based materials 144.855.704

Description Part number
Tripod 151.665.705

Single Post Cart 051.730.110

Handle 051.665.651

Suction rod Ø6.35 plunging tube length 420mm 151.665.640

Easyflush suction rod Ø16 plunging tube length 600 mm 149.596.050

Easyflush suction rod Ø16 plunging tube length 1000mm (for 200 liters drums) 149.596.060

Configuration of the 10C18 Airmix® paint pump

Maintenance kits

Accessories

COMPACT DESIGN ENSURING CONSTANT DELIVERY AND PULSE 
FREE FOR SUPERIOR FINISH

The 10C18 is only available under spray pack, please refer to chapter "Table of spray pack", page 11, for part number list
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