
Selection table of Cup pumps

Pump name 10C18 10C50 15C25 15C50 16C240 20C50 20C100 30C25

Construction

Stainless Steel
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GT cartridge - *

MB-GT cartridge - - - - - - -

MB-A cartridge - - - - - -

PTFE G + Polyfluid - - - - -

UHMW  + Polyfluid - - - - * - - -

Leather - - - - * - - -

PU - - - - * - * -
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PFA - - - - - - -

PU * - - - * - * -

GT - - - - -

UHMW polyethylene - - - -

PTFE G + PE - - - - - * * -

Turbo version available - - - - - -
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ll

Stainless steel

Carbide * - - - - - - -

316 - - - - - * * -

316L - - - - * - - -

Assembling

Bare - - - - -

Wall mounted

Cart mounted * * * * * *

Portable - * - - -

ATEX Marking CE Ex II 2 G IIA T4 CE Ex II 2 G CE Ex II 2 G IIA T3 CE Ex II 2 G CE Ex II 2 G IIA T3

Dimension (wall mounted pump without filter or suction rod)

Height (mm) 390 820 585 585 864 838 864 585

Width (mm) 270 350 158 159 356 356 356 158

Depth (mm) 150 210 170 160 254 178 280 170

Weight (kg) 5,3 17 7.6 8 27 17 22 7.6

Characteristics

Pressure ratio 10/1 15/1 16/1 20/1 30/1

Output per cycle (cc) 18 50 25 50 240 50 100 25

Number of cycle (per liter) 55 20 40 20 4 20 10 40

Output at 30 cycles/min (L) 0.55 1.5 0.75 1.5 7.2 1.5 3 0.75

Free flowrate (L/min) 1.1 3 1.5 14.4 3 6 1.5

Max fluid pressure (bar) 60 90 96 120 180

Max Paint temperature (°C) 60

Operating air pressure (bar) 1-6

Air consumption at 30 cyc/
min and 4 bar (m(3)/h)

1.9 10.8 2.8 41.5 10.8 21.6 7.1

Fi
tti

ng
s Air inlet F 3/8 BSP F 3/4 BSP F 3/8 BSP

Fluid Inlet
F 1/2 BSP or M 

26x125
M 26x125 F 1/2 BSP or M 26x125 M 26x125

F 1/2 BSP or M 
26x125

Fluid Outlet M 1/2 JIC

 available
* optional

= available in spray pack version, see table page 11
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Airmix® spraying & equipment

Cup pumps
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This compact paint pump is the ideal partner for 
your Airmix® spray guns providing simple design 
for fast maintenance and meets the spray 
painting requirements of main industry.

15C25 Airmix® paint pump

• Ideal for Airmix® applications

• High efficiency pump for maximum energy savings

• Optimized construction for simple & quick maintenance

Description Part number
Servicing kit - Motor 245-4 144.140.190

Servicing kit - hydraulic C25 144.130.291

GT cartridge 144.130.205

MB-A Cartridge 144.130.365

Piston assembly and MB-A cartridge 144.130.389

Description Part number
Wall-mounted totem 151.140.240

Stand 151.140.210

Double Post Cart 151.241.000

Gravity Hopper 6 liters 151.140.230

Easyflush suction rod Ø16 plunging tube length 600 mm 149.596.050

Easyflush suction rod Ø16 plunging tube length 1000mm (for 200 liters drums) 149.596.060

Easyflow suction rod Ø25 plunging tube length 600 mm 149.596.150

Easyflow suction rod Ø25 plunging tube length 1000mm (for 200 liters drums) 149.596.160

Stainless steel drain rod F18 x 125 049.596.000

Fluid filter 155.580.600

Air plate with 2 air regulator 151.140.070

Configuration of the 15C25 Airmix® paint pump

Maintenance kits

Accessories

ACCELERATOR OF PERFORMANCE

Set-up
Sealing Fluid inlet 

fitting Suction rod Drain rod Atomization 
air regulator

Air regulator 
Fluid 

pressure

Filter pump 
outlet Part number

GT seal MB-A

Wall-mounted w/o rods

• - M 26x125 - -

• •

- 151.140.000

• - F 1/2 BSP - - - 151.140.320

- • M 26x125 - - - 151.140.400

- • F 1/2 BSP - - - 151.140.450

Wall-mounted with suction 
rod

• - M 26x125 Ø 16 - - 151.140.100

• - M 26x125 Ø 16 - • 151.140.150

- • M 26x125 Ø 16 - - 151.140.500
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